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1. Vypnite motor a pridavné karenie vozidla, zaistite vozidlo proti pohybu.
Switch off the engine and additional vehicle heating, secure the vehicle against movement.

2. Postupujte pod a pokynov zobrazovanych na displeji samoobslu ného terminalu. (Stla te ikonu
, erpanie” a vyberte si sposob platby — Lokalne karty (Zakaznicke karty CNG) alebo Karty (Platobné karty).
alej postupujte pod a zobrazovanych instrukcii. Po akceptacii platby sa zobrazi na displeji hlasenie

,Potvrdené, erpanie za nite do 90 sekund®) (obr.2)

Follow the ingructionsthat appearon sef-setvice terminal saeen.(Cick theicon “Fuel’and select the payment
method —Lokalnikarty CNG Custoner card) or Cads (Payment card). Thendllow the on-screeninstructions. After
acaeptance of ppyment on the screen will be dsplayed “Siwceoesdull, Start efuel, start in 90semnds”) (Figure 2

3. Z vydajného stojana vyberte plniacu koncovku. Postupujte pod a navodu k obsluhe plniacej koncovky.
Plniacu pisto pripojte k plniacemu hrdlu na zalle. Pa ku na koncovke pritiahnite prstami rukovéti tak, aby
doslo k aretacii v pritiahnutej polohe (zacvaknutie kolika). (obr.3a, 3b)

Take the filling joint from the fuel dispensing pump. Follow the instructions for operating nozzle. Connect the
filling nozzle to the filling valve of the vehicle. Pull the lever of the nozzle towards the handle, so that it locks in the

upper position (ocking pin clicks) (Fgure 33, J)
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4.Na vydajnom stojane stla te zelené tla idlo START. (Stojan za ne automaticky plni plyn do nadr e vozidla, kontrolné
svetlo trvalo svieti na erveno. Plnenie ukon ite stla enim erveného tlaidla STOP, koniec tankovania je indikovany
napisom END na displeji stojana, kontrolné svetlo trvalo svieti na zelefody. 4)
Pushgreen, STAR™ button on the fud dispensing pump. (The pump will start filling gas to the vehicle tank automatically,
control light will glow red permanetly. Terminate filling by pushing red STOP button, filling completion is indicated by END
labelon the pump display, control light will glow green pamanently). FHgure 4) 4

5. PIniacu koncovku odpojte od plniaceho hrdla pod a navodu k obsluhe koncoP&yku odistite
potla enim areta nej zapadky v smere malej ervenej Sipky na rubi. Po uvo neni pa ky je potrebné
uvo ni koncovku od hrdla prisunutim kovovej asti k iernej plésvej asti rukovéate. (obr.5a, 5b)
Disconnect the filling nozzle from the filling valve following the instructions for operating nozzle. Unlock the
lever by pushing the locking pin in the drection ofasmall red arrow on the handle. Afterreleasing the leverit is
necessary to remove the nozzle from the filling valve, by pulling the metal part of the nozzle towards the black plastic
part of the handle. Hgure 5, )

6.PIniacu koncovku zaveste do dr iaka vydajneho stojana.
Hang the filling nozzle to the holder of the fuel dispensing pump.

7. Stla te na displeji terminalu ,Tla U tenky“ a odoberte doklad o plneni. (obr.7)
Push,Print bill* on the terminal display and take your filling receipt. (Figure 7) 53

* Po identifikacii zdkaznika je potrebne zac¢at vydaj CNG tla¢idlom START do 90 sekund, inak sa opravnenie
k vydaju zrusi a je potrebna opatovna identifikacia
START button has to be pusher for CNG dispensation within 90 second after customer identification, otherwise the
authorization for dispensation is cancelled and repeated identification is requuired

» Ak napriek dodr aniu uvedeného postupu dojde k problémom s niektorou funkciou technického
zariadenia, kontaktujte Dispe ing CNG
If problems accur wth sonme function of hardware, despite observing the alove-mentioned procedure, please
contad CNG [spatch centre

* Tlaidlo CENTRAL STOP pou ivajte v pripadoch vzniku nebezpe enstva pri plneni vozidla. Aktivaciou

tla idla bude vypnuta cela prevadzka plniacej stanice CNG!
Use CENTRAL STOP button in cases of hazard occurrence at vehicle filling. Activation of this button will switch off

operation of the wholw CNG filling station!
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Dispe ing CNGLNG Dispatch centre 0850 800 111
Hasi sky a zachranny zbadfire Brigade and Rescuers 150
Zdravotna zachranna slu bafealth Rescue Service 155
Policajny zborPolice corps 158
Integrovany zachranny systéritegrated rescue system 112

2 1 2 1
Pripojenie plniacej Odpojenie plniace; Connecting of the Disconnecting of the

piStole k vozidlu piStole od vozidla po filling pistol to the filling pistol from the

£ : 14 pred plnenim skon eni plnenia vehicle before filling vehicle after filling
Zodpovedna osoba za vypovanie pOkynOV‘Jan Hudek 1. Nasunu na plniace hrdlo 1. Odisti areta nu zapadku 1. Put the pistol on the 1. Unlock the locking pin

. osved enia: P0094-I1BA/2017 PZ O Ac vo vozidle filling valve of the vehicle

2. Prisunu kovovu as 2. Pull the metal part of the

Pers_)n resporslble for elaboration of the instruction: Jan Hudek 2. Stlai péa ku na doraz, k iernej plastovej asti 2. Pull the lever of the pistol pistol towards the black
Certi cate No.: P0094-IBA/2017 PZ O Ac aby ostala zaaretovana v rukovate towards the handle, so plastic part of the handle
stla enej polohe that it locks in the upper
3. Vytiahnu pisto z hrdla position (locking pin clicks) 3. Remowe the pistol from
vo vozidle the filling valve of the vehicle



