PLNIACA STANICA

m m FILLING STATION
PS CNG Banska Bystrica - Kremnicka

Pokyny k plneniu vozidiel zemnym plynom CNG

Instructions for filling vehicles by natural gas = CNG

1. Vypnite motor a pridavné kurenie vozidla, zaistite vozidlo proti pohybu.
Switch off the engine and additional vehicle heating, secure the vehicle against movement.

2. Postupujte podla pokynov zobrazovanych na displeji samoobsluzného terminalu. (Stlacte ikonu
,Cerpanie” a vyberte si sposob platby — Lokalne karty (Zakaznicke karty CNG) alebo Karty (Platobné karty).
Dalej postupujte podla zobrazovanych instrukcii. Po akceptacii platby sa zobrazi na displeji hlasenie

,Potvrdené, Cerpanie zacnite do 90 sekund®”) (obr.2)

Follow the instructions that appear on self-service terminal screen. (Click the icon“Fuel” and select the payment
method - Lokalni karty (CNG Customer card) or Cards (Payment card). Then follow the on-screen instructions. After
acceptance of payment on the screen will be displayed “Successfull, Start refuel, start in 90 seconds”.) (Figure 2)

3. Z vydajného stojana vyberte plniacu koncovku. Postupujte podla navodu k obsluhe plniacej koncovky.
Plniacu pistol pripojte k plniacemu hrdlu na vozidle. Packu na koncovke pritiahnite prstami rukovati tak, aby
doslo k aretacii v pritiahnutej polohe (zacvaknutie kolika). (obr.3a, 3b)

Take the filling joint from the fuel dispensing pump. Follow the instructions for operating nozzle. Connect the
filling nozzle to the filling valve of the vehicle. Pull the lever of the nozzle towards the handle, so that it locks in the
upper position (locking pin clicks). (Figure 3a, 3b)

4 Na vydajnom stojane stla¢te zelené tla¢idlo START. (Stojan za¢ne automaticky plnit plyn do nadrze vozidla, kontrolné
svetlo trvalo svieti na Cerveno. PInenie ukoncite stlacenim cerveného tlacidla STOP, koniec tankovania je indikovany

napisom END na displeji stojana, kontrolné svetlo trvalo svieti na zeleno). (obr. 4)

Push green,START” button on the fuel dispensing pump. (The pump will start filling gas to the vehicle tank automatically,
control light will glow red permanetly. Terminate filling by pushing red STOP button, filling completion is indicated by END

label on the pump display, control light will glow green permanently). (Figure 4)

5. PIniacu koncovku odpojte od plniaceho hrdla podla navodu k obsluhe koncovky. Packu odistite
potlacenim aretacnej zapadky v smere malej Cervenej Sipky na rukovati. Po uvolneni packy je potrebné
uvolnit koncovku od hrdla prisunutim kovovej ¢asti k Ciernej plastovej Casti rukovate. (obr.5a, 5b)
Disconnect the filling nozzle from the filling valve following the instructions for operating nozzle. Unlock the
lever by pushing the locking pin in the direction of a small red arrow on the handle. After releasing the lever it is
necessary to remove the nozzle from the filling valve, by pulling the metal part of the nozzle towards the black plastic
part of the handle. (Figure 5a, 5b)

6.PIniacu koncovku zaveste do drziaka vydajného stojana.
Hang the filling nozzle to the holder of the fuel dispensing pump.

7. Stlacte na displeji terminalu,Tla¢ uctenky” a odoberte doklad o plneni. (obr.7)
Push ,Print bill* on the terminal display and take your filling receipt. (Figure 7)

Upozornenia/Warnings:

- Po identifikacii zdkaznika je potrebne zacat vydaj CNG tla¢idlom START do 90 sekund, inak sa opravnenie
k vydaju zrusi a je potrebna opatovna identifikacia
START button has to be pusher for CNG dispensation within 90 second after customer identification, otherwise the
authorization for dispensation is cancelled and repeated identification is requuired

- Ak napriek dodrzaniu uvedeného postupu déjde k problémom s niektorou funkciou technického
zariadenia, kontaktujte Dispecing CNG
If problems occur with some function of hardware, despite observing the above-mentioned procedure, please
contact CNG Dispatch centre

- Tlac¢idlo CENTRAL STOP pouzivajte v pripadoch vzniku nebezpecenstva pri plneni vozidla. Aktivaciou
tlacidla bude vypnuta celd prevadzka plniacej stanice CNG!
Use CENTRAL STOP button in cases of hazard occurrence at vehicle filling. Activation of this button will switch off
operation of the wholw CNG filling station!

Dolezite telefonne cisla/Iimportant telephone numbers:

Dispe¢ing CNG/CNG Dispatch centre 0850 111 500
Hasi¢sky a zachranny zbor/Fire Brigade and Rescuers 150
Zdravotna zachranna sluzba/Health Rescue Service 155
Policajny zbor/Police corps 158
Integrovany zachranny systém/Integrated rescue system 112

Schéma funkcie plniacej pistole/
Function scheme of the filling gun:

-
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-
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Pripojenie plniacej
pistole k vozidlu

pred plnenim
1. Nasunut na plniace hrdlo

¢. osvedcenia: P0O094-I1BA/2017 PZ O Ac vo vozidle

Zodpovedna osoba za vypracovanie pokynov: Jan Hudek

Person responsible for elaboration of the instruction: Jan Hudek

2. Stlacit packu na doraz,

Certificate No.: P0094-IBA/2017 PZ O Ac aby ostala zaaretovana v

stlacenej polohe

Odpojenie plniacej
pistole od vozidla po
skonceni plnenia

1. Odistit aretacnu zdpadku

2. Prisunut kovovu cast
k Ciernej plastovej Casti
rukovate

3. Vytiahnut pistol'z hrdla
vo vozidle

Connecting of the
filling pistol to the
vehicle before filling

1. Put the pistol on the
filling valve of the vehicle

2. Pull the lever of the pistol
towards the handle, so

that it locks in the upper
position (locking pin clicks)

Disconnecting of the
filling pistol from the

vehicle after filling
1. Unlock the locking pin

2. Pull the metal part of the
pistol towards the black
plastic part of the handle

3. Remowe the pistol from
the filling valve of the vehicle




